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Abstract  

        In this research , the preparation of  pure ( CdO ) films on a glass substrate was conducted using pulsed 

laser deposition method (PLD) .The deposition of the films was done at different times ( 5 , 10 , 15 , 20 ) 

minutes at room temperature . The effect of non-thermal plasma on these prepared films in two exposure times 

of ( 30 , 60 ) minutes was studied . The results of  X-ray diffraction ( XRD ) of the prepared pure  ( CdO) films 

showed that the films have polycrystalline structure of cubic phase with preferred orientation (111) . It was not-

ed that the increasing of deposition time of (Nd : YAG) laser , reduces the intensity of diffraction peaks at        

(111 ) , (200) , (220) . The results of (XRD) have also showed that when the prepared pure  ( CdO ) films are 

exposed to non-thermal plasma , their crystalline structure was not affected . The tests also showed that the in-

creasing of the exposure time to non-thermal plasma causes a decrease in the intensity of the diffraction peaks . 

The (AFM ) tests also demonstrated that the changing in ( RMS ) of the surface roughness is irregular and it 

was found that the ( RMS ) increases by increasing the deposition time .  
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قسن الفيسياء –كليت التربيت  –جاهعت القادسيت   

  الخلاصت
قْاعذ سجاج٘ت ّالوحضزة بتقٌ٘ت التزس٘ب الٌق٘ت علٔ  اّكس٘ذ الكادهْ٘متحض٘ز ّدراست الخظائض التزك٘ب٘ت لأغش٘ت  تن فٖ ُذٍ الذراست         

ّبذرجت حزارة الغزفت ّتأث٘ز البلاسها الباردة علٔ ُذٍ الأغش٘ت  ,دق٘قت  (20,15,10,5)ّبأسهاى تزس٘ب هختلفت  (PLD)بالل٘شر الٌبضٖ 

الٌق٘ت الوحضزة أى تزك٘ب الأغش٘ت  (CdO)لأغش٘ت  (XRD)ّاظِزث ًتائج حْ٘د الأشعت السٌ٘٘ت  ,دق٘قت  (60,30)   الوحضزة بحالت٘ي للتعزع 

للأغش٘ت الوحضزة قبل ّبعذ  (111)ّأى الاتجاٍ الوفضل للٌوْ ُْ  , (Cubic)هي الٌْع الوكعب  (Polycrystalline)كاى هتعذد التبلْر 

قلل هي شذة قون الحْ٘د بشكل قل٘ل جذاً للذرّاث  (Nd:YAG)ٗاك  –شٗادة سهي التزس٘ب بالل٘شر ً٘ذهْ٘م ّتب٘ي اى ب ,التعزع للبلاسها الباردة 

الٌق٘ت الوزسبت للبلاسها الباردة لا تؤثز علٔ طب٘عت التزك٘ب  (CdO)عٌذ تعزع أغش٘ت  (XRD)كوا تب٘ي هي ًتائج  , (111), (200), (220)

 (AFM) ّاظِزث ًتائج فحْطاث  ,للبلاسها الباردة ادٓ الٔ اًخفاع فٖ شذة قون الحْ٘د بشكل قل٘ل اى بشٗادة سهي التعزع  تب٘يّ ,البلْرٕ 

ًّلاحظ سٗادة الٔ حذ ها هٌتظن  (RMS)غ٘ز هٌتظن الا اًَُ بشٗادة سهي التعزع للبلاسها الباردة ٗظبح التغ٘ز فٖ ( RMS)اى التغ٘ز فٖ 

(RMS  ). بشٗادة سهي التزس٘ب 

.الخْاص التزك٘ب٘ت , البلاسها الباردة , , التزس٘ب بالل٘شر الٌبضٖ أّكس٘ذ الكادهْ٘م الٌقٖ -: الوفتاحيتالكلواث   

Introduction 

      Cadmium oxide thin film is considered  as a 

semiconductor of  ( n-type ) , it is found in nature in 

two structural forms , the first one is the crystalline 

form and the second is the amorphous form , the 

crystalline form is of reddish brown colour , while 

the amorphous form has no colour  [1] . The crystal-

line structure of  pure cadmium oxide is face cen-

tered cubic (fcc) [2] . The pure cadmium oxide is 

reddish brown while the impure cadmium oxide has 

different colours because of the defects found in its 
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structure as a result of the ionic vacancies [3] . The 

cadmium oxide ( CdO ) is used as thin films in the 

manufacture of liquid crystal display  (LCD) , IR-

detectors and the thin films transistors [4] . The C.S. 

of  CdO is cubic with fcc phase  fig (1) . In this re-

search we prepared thin films of CdO by PLD with 

different deposition time and studied the effect of 

time exposure of non-thermal plasma on these films 

.  

   

 

 

 

 

 

 

 

 

Experimental Work 

    The pure (CdO) powder has been used as a mate-

rial supplied by (Aldrich Chemical Company , Inc) 

from Germany and the purity was  (99.9% ) after 

the (XRD) test has been made , then the powder of 

pure cadmium oxide (CdO)  has been compressed to 

make pellets using hydraulic compressor manufac-

tured in china with compressing power (8 tons) ,  

the pellets' diameter was (2 cm) and its thickness 

was (3mm) , rectangular glass substrates have been 

used of dimensions  ( 7.6 x 2.5 ) cm
2
  and their 

thickness (1mm ) made of borosilicate glass sup-

plied by (China National Machinery) to deposit the 

samples on them , the glass substrates have been 

cleaned before they were used in the deposition 

process .Thin films were prepared through deposit-

ing pure  (CdO) using (PLD) method on glass sub-

strates made for preparing thin films , steps have 

been followed to prepare films homogeneously like 

cleaning the deposition system well using highly 

pure alcohol or acetone to make it ready for deposi-

tion  .Then the glass substrate was placed on sub-

strate holder in front of the target surface so the tar-

get surface becomes parallel to the base substrate 

permanently , then the target surface is placed on a 

rotary target holder , the distance between the glass 

substrate fixed on the holder and the target surface 

was ( 5.5 cm ) and it is fixed for all the films , then 

the laser beam ( Nd : YAG ) , with laser energy  

(100mJ) wavelength (1064 nm) frequency (5Hz) 

pressure  (0.5 x10
-1 

mbar ) , at room temperature 

and through the vacuum chamber , has been focused 

on and the rotary target surface inside the deposition 

chamber and the angle was 45
o
 and then all the 

valves of this system were closed as well as the 

vacuum chamber , then the system was emptied 

from the air  to get pressure of  (0.5 x10
-1 

mbar) in-

side the deposition chamber through using rotary 

pump , the deposition of the films was made at dif-

ferent times (5 , 10 , 15 , 20) minutes .The vacuum 

chamber made of  Bayrex glass . It's dimensions are 

, diameter (20cm) , height (30cm) , thickness (5mm) 

, it has closed top , open bottom and cylindrical 

form . The thickness of prepared pure  (CdO) thin 

films has been measured using interference photic 

method and ( He-Ne ) of wavelength  ( 632.8 nm ) 

and an angle (45
o
 ) ,and the thickness was measured 

through the following formula [8] t = 
  

 
 ·  

 

 
  ……. 

(1) Where : t : is the film thickness (nm) .   :  is 

the shining fringe width (nm) .       is the opaque 

fringe width ( nm ) .  λ : is the wavelength of  inci-

dent laser beam (nm ) . The interplanar distance was 

calculated (dhkl) between the reflective and identical 

surfaces to the angles their values are mentioned 

above from the formula [9] . nλ= 2d hkl sin Ɵ 

…………(2) Where :  dhkl : levels interplanar dis-

tance (hkl) , Ɵ : Bragg's angle  ,   λ : X-ray wave-

length   n : interference rank . The average grain 

size of pure (CdO) films prepared by Scherr's for-

 

search we prepared thin films of CdO by PLD with 

different deposition time and studied the effect of 

time exposure of non-thermal plasma on these 

films. Non-thermal plasma is also called low tem-

perature plasma , this type of plasma has partially 

ionized gas particles and has kinetic energy (1eV) . 

The non-thermal plasma is the type of plasma that 

is used in most of the scientific researches . It is 

classified into two kinds : equilibrium plasma and 

non-equilibrium plasma [5] .It has been widely 

used in industry especially in preparing and depos-

iting thin films [6]. 

 
Fig (1) the crystalline structure of (CdO) [7]. 
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mula has been calculated [10] .     
    

     
    ( )                is the average 

grain size  ,     :     ( FWHM ) (full-width at half –

maximum  

The exposure of deposited ( CdO ) to non-                                                                             

thermal plasma . 

    The plasma system was prepared and the 

electrodes (Cathode and Anode) were cleaned 

well .These electrodes are made of Aluminum 

the distance between the electrodes was (4cm) 

, it was constant for all the samples (5x10
-1

 

mbar) pressure was gained , and after the sam-

ples were exposed to non-thermal plasma at 

different times (30 , 60) min . (I = 14mA , V= 

375 V) constant for samples.  

Results and Discussion .                           

The study of the structural properties of 

pure (CdO) thin films . 

X-ray Diffraction ( XRD)  

    The results of X-ray diffraction (XRD) of the 

prepared pure (CdO) films using (PLD) method       

(Nd : YAG ) , showed that the films have  polycrys-

talline structure and of cubic phase . At different 

deposition times ( 5 , 10 , 15 , 20) minutes . Figure 

(2) showed the emerging of several peaks in the dif-

fraction angles [2Ɵ =33.01 , 38.31 , 55.3] degree , 

that is similar to the [hkl = (111) , (200) , (220)] 

planes respectively , before the exposure to plasma . 

And the crystalline level , that has distinguished di-

rection , was (111) for all the prepared films .When 

comparing these results with the results of the pre-

vious studies and researches it was found that they 

agree to a great extent with the results of research-

ers [11,12] . Figure (2) shows a comparison be-

tween deposition times (5 , 10 , 15) min , and it was 

observed that the increase of deposition time using 

(Nd:YAG) laser , decreases the intensity of the dif-

fraction peaks at (111) , (200) , (220) , and deposi-

tion time at (15) min seems to have lower peaks 

than the two other times (5 , 10 ) min , and when 

comparing this result to the results by the research-

ers , it was observed that it agrees with [13].When 

comparing the results gained from the diffraction 

angles ( 2 Ɵ ) , facing the distinguished peaks posi-

tions of the prepared films samples and the surface 

interplanar   (dhkl ) , to values of the American card  

(ASTM) numbered (00-005-0640 ) it was found that 

the results were identical to some extent before and 

after the exposure to non-thermal plasma , as shown 

in table (1) . The results of  (XRD) showed that the 

exposure of the prepared films , using (PLD) meth-

od , to non-thermal plasma caused the increase of 

the films' growth , and that is clear when  the expo-

sure time to non-thermal plasma increases (60 min) 

, especially  at deposition time (20 min) . The expo-

sure time of the films that have higher thickness led 

to  the regulating and ordering of the prepared films 

well . And so the intensity of the surface reflections 

(111) , (200) ,  (220) and (311) became higher as 

shown in the figure (3) . It was observed that the 

average grain size increases by the increase of the 

thickness before the exposure to plasma the reason 

for that is the decrease of (FWHM) according to 

formula (3) that means  the thickness increase led to 

the increase of crystallization and the decrease of 

crystal defects . When comparing this result to the 

results by the researcher , it was observed that this 

result agrees with the researcher's results [14] . Af-

ter the exposure to plasma we notice that the aver-

age grain size decreased by the increase of the dep-

osition time . The (FWHM) has also been calculated 

before and after the exposure to plasma , and it was 

found that the value of (FWHM) decreases by the 

increase of deposition time before the exposure to 

plasma , so the average grain size increases by the 

decrease of (FWHM) according to formula (3) as 

shown in the table (1)  . The results of (XRD) 

showed that when the deposited films exposed to 

plasma we see that the non-thermal plasma has no 

effect on the crystalline structure , the test showed 

that the polycrystalline structure of the films  re-

main the same and at the same preferred direction 

(111) .The (XRD) test also showed that the increase 

of exposure time to non-thermal plasma caused the 

decrease of the intensity of the diffraction peaks as 

shown in figure (3). Table (1) explains these results 

and when these results are compared to the ones by 

the researcher , it was found that these results agree 

with the researcher's results [15]. . 
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Figure (2) shows (XRD) pattern of pure (CdO) films comparing the deposition time before the exposure 

to non-thermal plasma . 

 

Figure (3) shows (XRD) pattern of  pure (CdO) films at deposition times (5,10,20) min before and after 

the exposure to non-thermal plasma .   
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Table (1) shows the results gained from the ( XRD ) patterns of pure (CdO ) films 

Sample No.    State  Time 

Deposition 

(CdO) 

2Ɵ 

Degree 

d (Å) 

observed 

FWHM 

Degree 

 (hkl) 

1  

 

Before the        

exposure to 

plasma  

5 min 33.01 2.71 0.207 111 

38.31 2.34 0.23 200 

55.3 1.65 0.22 220 

65.94 1.41 0.21 311 

2 10 min 33.01 2.71 0.19 111 

38.3 2.34 0.2 200 

55.29 1.65 0.19 220 

65.92 1.41 0.18 311 

3 20 min 33.05 2.7 0.21 111 

38.33 2.34 0.22 200 

55.33 1.65 0.21 220 

65.94 1.41 0.2 311 

4  

 

After the 

exposure to 

plasma 

30 min 

5 min 33.03 2.7 0.15 111 

38.31 2.34 0.18 200 

55.3 1.65 0.17 220 

65.92 1.43 0.17 311 

5 10 min 32.98 2.71 0.18 111 

38.28 2.34 0.198 200 

55.27 1.66 0.188 220 

65.91 1.41 0.193 311 

6 20 min 32.96 2.71 0.18 111 

38.26 2.35 0.19 200 

55.24 1.66 0.17 220 

65.87 1.41 0.17 311 

7  

 

After the 

exposure to 

plasma 

60 min 

5 min 33 2.71 0.18 111 

38.3 2.34 0.23 200 

55.28 1.66 0.24 220 

65.88 1.41 0.2 311 

8 10 min 32.96 2.71 0.2 111 

38.24 2.35 0.2 200 

55.23 1.66 0.19 220 

65.9 1.41 0.18 311 

9 20 min 32.96 2.71 0.17 111 

38.25 2.35 0.18 200 

55.24 1.66 0.17 220 

65.87 1.41 0.18 311 

 

 

a 
(Å) 

Average 
crystalline Size 

(nm) 

 
2Ɵ 

degree 
(hkl) time deposition (CdO) state 

Sample 
No. 

4.69 41.81 
 

33.01 
111 5min 

Before  the        

exposure to      

plasma 

1 

4.69 45.55 
 

33.01 
111 10min 2 

4.68 41.22 
 

33.05 
111 20min 3 

Table (2) shows some structural parameters of pure (CdO) films 
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4.68 57.7 
 

33.03 
111 5min 

After the expo-

sure to plasma 

30 min 

4 

4.69 48.08 
 

32.98 
111 10min 5 

4.69 48.07 
 

32.96 
111 20min 6 

4.69 48.08 
 

33 
111 5min 

After the expo-

sure to   plasma 

60 min 

7 

4.7 43.91 
 

32.96 
111 10min 8 

4.69 50.9 
 

32.96 
111 20min 9 

 

2 - Investigating by Atomic Force                                                                                                         

.    Microscopy  ( AFM ) 

The (AFM) has been used to study the structural 

properties of the pure (CdO) films prepared by 

(PLD) method before and after the exposure to non-

thermal plasma into two dimensions (2D) and three 

dimensions (3D) .The results of (AFM) of the thin 

films surfaces of pure (CdO ) material as shown in 

figure (4) , which shows that the films prepared are 

in general homogenous and  have no vacancies . It 

was observed that the surface roughness increases 

by the increase of the plasma deposition time and it 

is a normal result because the increase of the thick-

ness leads to the increase of the films' growth , so 

figure (4) may agree with our explanation men-

tioned above . On the other hand ,  the researches 

[12 , 16] , agree to a great extent regarding the in-

crease of the films thickness and plasma deposition 

time may lead to this result . So the results of the 

surface roughness and (RMS) , as shown in figure 

(4) , showed that the changing of (RMS) is not con-

stant , as shown in the table (3) , however it is pos-

sible that the increase of exposure time to non-

thermal plasma will make the change of the (RMS) 

be constant to some extent , and it was observed the 

increase of the (RMS) by the increase of deposition 

time so it is possible that the increase of plasma ex-

posing time caused the increase of the growth of 

crystalline grains , as shown in the figures , espe-

cially the (3D).  

 

Table (3) shows the values of (RMS ) , the roughness (Sa) of pure ( CdO ) films before and after the expos-

ing to non-thermal plasma .  

State Time ( min ) Roughness (Sa)  nm RMS nm 

 

Before Exposure to 

Plasma 

5 375.1 472.76 

10 693.54 912.31 

20 326.34 407.44 

 

After 

Exposure 

to 

Plasma 

 

30 min 

5 376.07 479.59 

10 292.34 378.06 

20 909.71 1119.9 

 

60 min 

5 170.48 234.27 

10 319.48 409.64 

20 431.29 601.27 

 



7 
 

 (a)  

 ( b )  

  ( c )  

 

Figure (4 ) shows the results of (AFM) : 

a) Before exposure to plasma ( for  5 min deposition ) 

b) After exposure to plasma ( 30 min ) ( for  5 min deposition ) 

c) After exposure to plasma ( 60 min ) ( for  5 min deposition ) 
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Conclusions  

After studying and discussing the results obtained 

from this research , we reached to the following 

conclusions :-  

1- The (XRD) of pure (CdO) films prepared by 

(PLD) method at room temperature showed 

that they have a polycrystalline structure and 

of a cubic type .  

2-  The (XRD) showed that the increase of the 

deposition time using (Nd :YAG) laser de-

creased the intensity of the diffraction peaks 

, it has also showed that the increase of dep-

osition time to non-thermal plasma led to an 

increase of the intensity of the diffraction 

peaks . The results of (XRD) have also 

showed that when the prepared pure (CdO) 

films are exposed to non-thermal plasma , 

their crystalline structure is not affected . 

3- (AFM) tests showed that the films prepared 

are in general homogenous and  have no va-

cancies . So the results of the surface rough-

ness and (RMS) showed that the changing of 

(RMS) is not constant , however it is possi-

ble that the increase of exposure time to 

non-thermal plasma will make the change of 

the (RMS) be constant to some extent . 
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